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Cl PROP. APPROX. 2.5” ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, AT PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT AN @ @ @ £ i sean 3%
AN AVERAGE RATE OF 137.5 LBS. PER SQ. YD. IN EACH OF TWO LAYERS E2 AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH, TO BE PLACED IN &) O 02 (D1) ®) R ;

LAYERS NOT GREATER THAN 5.5” IN DEPTH OR LESS THAN 3” IN DEPTH.
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c2 PROP. APPROX.2.0” ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, AT , " el S fog
AN AVERAGE RATE OF 220 LBS. PER SQ. YD. J PROP. 8" AGGREGATE BASE COURSE ! -

PROP. VAR. DEPTH  ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, AT - 2 127 MIN.
C3 AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH, TO BE PLACED IN R REINFORCED CONCRETE BARRIER — SINGLE—FACED

3" MIN, 3" MIN.
LAYERS NOT TO EXCEED 1.5” IN DEPTH. . : .
Detail Showing Method of Wedging

PROP. APPROX. 2.5" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 119.0B, AT
Di AN AVERAGE RATE OF 285 LBS. PER SQ. YD. T EARTH MATERIAL

PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 119.0B, AT

I ¥/ 4
D2 AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH, TO BE PLACED IN U EXISTING PAVEMENT - 29'-10 -
LAYERS NOT GREATER THAN 4” IN DEPTH OR LESS THAN 2 12" IN DEPTH. o1y . . g
ET PROP. APPROX. 4” ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT AN W D D o
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NOTE: ALL PAVEMENT EDGE SLOPES ARE 1:1 UNLESS OTHERWISE NOTED.
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Olam e GROUND DETAIL OF PAVING ACROSS
3 @ VAV BOX BEAM BRIDGE
08 FUT _ 02 FIFT A 02 FIFT_ 08 FIAT 12 -L- STA. 16+21.00 TO 17+86.00
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ORIGINAL : B b0 5" PR o TRANSITION FROM EXISTING TO
GROUND - =
NNV o @ /ﬁ/ TYPICAL SECTION No. 1
@ @ <f) Jcrane @ @ _L- STA.10+69.69 TO 13+00.00
POINT 9" o 3 | 3
RA - w| N B
/%%:%‘ VARIES 211" GRADE 10 THiS LNE £ o=
TO 6'-00" T =< USE TYPICAL SECTION No. 1
.08 i 2 5 5%
= z 3 > 0 _L- STA.13+00.00 TO 14+ 61.00
g ROADWAY TYP'CAL SECT'ON NO. ] : RETAINING WALL —l- STA.18+91.00 TO 21+75.00
~ STD. 842.02
TRANSITION FROM TYPICAL
VN
X ORIGINAL SECTION No.1 TO EXISTING
INSET A INSET B ™" —L- STA. 21+75.00 TO 22+25.00
SEE DRAINAGE DITCH DETAIL ‘A’ (SHT 4)
USE INSET B IN CONJUNCTION
USE INSET A IN  CONJUNCTION ¢ -L- | WITH TYPICAL SECTION NO. 2 USE TYPICAL SECTION No. 2
WITH TYPICAL SECTION |
NO.1& NO.2 LB 12/ B 12/ N N -L- STA-15+75.00 TO 16+10.66 RT _L- STA.14+61.00 TO 16+21.00 (Begin Bridge)
-L- STA.13+50.00 TO 16+13.62 LT —L- STA.17+86.00 (End Bridge) TO 18+91.00
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3'&'3&“&% @ GRADE \i Q’ILL., & consulting eng/neers
/NN T @ POINT T gﬁgb':l% ) 900 RIDGEFIELD DRIVE «SUITE 350
L GRADE TO THIS LINE 9” /| \ RALEIGH, NORTH CAROLINA 27609-3960
@ (919) 878-9560
ROADWAY TYPICAL SECTION No. 2 | @@ OR
DETAIL "A” SHOWING CONCRETE EXP. GUTTER PLACEMENT DI VI SI ON OF HI GH WA YS
(SEE PLAN FOR LOCATION)




